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Cat. No. 	 Capacity, ml 	 Pk Qty

BE/62034 	 25 	 10
BE/62040 	 50 	 10
BE/62046 	 100 	 10
BE/62056 	 250 	 10
BE/62062 	 400 	 10
BE/62070 	 600 	 10
BE/62076 	 1000 	 10
BE/62080 	 2000 	 4
BE/11002	 5	 PK10
BE/11004	 10	 PK10
BE/11006	 25	 PK10
BE/11008	 50	 PK10
BE/11010	 100	 PK10
BE/11012	 150	 PK10
BE/11014	 250	 PK10
BE/11016	 400	 PK10
BE/11018	 600	 PK10
BE/11020	 800	 PK10
BE/11022	 1000	 PK10
BE/11024	 2000	 PK10
BE/11026	 3000	 EACH
BE/11028	 5000	 EACH

Cat. No.	 Description

BG/80000	 Glass boiling, anti-bumping beads, 5 mm diameter, pack of 0.5 Kg

Beads 

Beads, glass
Glass beads, designed to reduce bumping during boiling, refluxing and other distilling operations, can also be 
used in absorption columns, 5mm diameter.

Cat. No. 	 Code 	 Capacity, ml 	 Height, mm	 Dia, mm	 Pk Qty

BE/12028 	 1000/05M 	 10 	 35	 26	 10
BE/12034 	 1000/11M 	 25 	 50	 34	 10
BE/12040 	 1000/02M 	 50 	 60	 42	 10
BE/12046 	 1000/04D 	 100 	 70	 50	 10
BE/12050 	 1000/06D 	 150 	 80	 60	 10
BE/12056 	 1000/10D 	 250 	 95	 70	 10
BE/12062 	 1000/14D 	 400 	 110	 80	 10
BE/12070 	 1000/18D 	 600 	 125	 90	 10
BE/12074 	 1000/20D 	 800 	 135	 100	 10
BE/12076 	 1000/22D 	 1000 	 145	 105	 10
BE/12080 	 1000/28D 	 2000 	 185	 130	 10
BE/12084 	 1000/30D 	 3000 	 210	 150	 4
BE/12088 	 1000/34D 	 5000 	 270	 170	 1
BE/12090 	 1000/38D 	 10000 	 350	 217	 1

Beakers, glass

Beakers, low form, 1000 series
Pyrex borosilicate glass with spout and approximate graduations. To ISO 3819.

Beakers, low form, borosilicate glass to ISO 3819
With spout and approximate graduations.

BE/120

BE/62076

Beakers, low form, heavy duty
Pyrex borosilicate glass with reinforced rims and spouts, thicker walls and heavier bases for 
longer life and increased user safety. With approximate graduations.

Cat. No. 	 Code 	 Capacity, ml 	 Pk Qty

BE/12150 	 1003-150 	 150 	 12
BE/12156 	 1003-250 	 250 	 12
BE/12162 	 1003-400 	 400 	 12
BE/12170 	 1003-600 	 600 	 6
BE/12176 	 1003-1L 	 1000 	 6
BE/12180 	 1003-2L 	 2000 	 4
BE/12184 	 1003-3L 	 3000 	 1
BE/12186 	 1003-4L 	 4000 	 1
BE/12188 	 1003-5L 	 5000 	 1 BE/12162
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Velocity Volume Thermo-Anemometer
This remote vane thermo-anemometer measures air velocity, airflow volume and temperature.
The detachable 75mm vane has a 1.5m coiled connection cable and plug. An Ideal Instrument for ventilation 
surveys, air conditioning, heating and environmental monitoring.
•	0.3 to 45m/sec x 0.01
•	Measures air velocity in m/sec, ft/min, km/sec, knots or mph
•	Measures volume in m³/min (CMM) or ft³/min (CFM)
•	Measures temperature °C or °F
•	55mm Hi-Contrast LCD display with backlight and function indicators
•	Dual Display for Velocity and Temperature
•	12 Segment Bargraph for Velocity
•	Average multiple readings for velocity or flow volume for the last 30 readings
•	Auto Power Off after 15 minutes of no activity
•	Low Battery indicator
•	Standard ¼" camera bush for tripod mounting of instrument
•	Supplied with hard carry case and battery

Technical Specications

Range 	 m/sec 	 ft/min 	 mph 	 km/hr 	 knots 	 m³/min
Maximum 	 45 	 8550 	 100 	 162 	 85 	 999900
Minimum 	 0.3 	 60 	 0.6 	 1 	 0.5 	 0
Resolution 	 0.01 	 1 	 0.1 	 0.1 	 0.1
Accuracy 	 ±3%±0.1
Temp range 	 30 to +60°C/ -22 to +140°F
Accuracy 	 ±1.5°C/ ±.2.7°F
Power 	 1 x 9V PP3 Alkaline battery (LR-61)
Dimensions 	 185 x 66 x 33mm
Weight 	 311g

Cat. No. 	 Code 	 Description

AN/95010 	 ET-955 	 Velocity/ Volume Thermo-Anemometer
AN/95012 	 CAL-AN 	 Traceable Calibration Certificate (Airflow)
AN/95014 	 CAL-ANT 	 Traceable Calibration Certificate (Temperature)
AN/95016 	 TP-1220R 	 Instrument Tripod
BA/93010 	 PP3 	 Alkaline Manganese battery 9V (LR-61)

BO/1601

Beakers, tall form, 1015 series
Pyrex borosilicate glass with spout and approximate graduations. To ISO 3819.

Cat. No. 	 Code 	 Capacity, ml 	 Pk Qty

BE/12240 	 1015/02M 	 50 	 10
BE/12246 	 1015/04D 	 100 	 10
BE/12250 	 1015/06D 	 150 	 10
BE/12256 	 1015/10D 	 250 	 10
BE/12262 	 1015/14D 	 400 	 10
BE/12270 	 1015/18D 	 600 	 10
BE/12276 	 1015/22D 	 1000 	 10
BE/12280 	 1015/26D 	 2000 	 10

Beakers, tall form, borosilicate glass to ISO 3819
With spout and approximate graduations.

Cat. No. 	 Capacity, ml 	 Pk Qty

BE/62140 	 50 	 10
BE/62146 	 100 	 10
BE/62156 	 250 	 10
BE/62162 	 400 	 10
BE/62170 	 600 	 10
BE/62174 	 800 	 10
BE/62176 	 1000 	 10
BE/62180 	 2000 	 6
BE/62184 	 3000 	 6
BE/11040	 25	 PK10
BE/11042	 50	 PK10
BE/11044	 100	 PK10
BE/11046	 150	 PK10
BE/11048	 250	 PK10
BE/11050	 400	 PK10
BE/11052	 600	 PK10
BE/11054	 800	 PK10
BE/11056	 1000	 PK10
BE/11058	 2000	 PK10
BE/11060	 3000	 EACH

BE/122

BE/62176

Beakers, conical, borosilicate glass
Pyrex borosilicate glass with spout.

Cat. No. 	 Code 	 Capacity, ml 	 Pk Qty

BE/12356 	 1020/06D 	 250 	 10
BE/12366 	 1020/16D 	 500 	 10

BE/12366
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Beakers, plastic

Beakers, tapered style, moulded graduation, polypropylene
• Tapered stacking beakers in high clarity PP.
• Designed to comply with ISO7056.
• High clarity PP is autoclavable at 121ºC.
• Durable and economical with distinct moulded graduations.
• Precise non-drip pouring spouts.
• S.P.I. recycling code and date of manufacture imprints.

Cat. No. 	 Code 	 Capacity, ml 	 Sub divs, ml	 Pk Qty

BE/16234 	 BPM0025P 	 25 	 5 	 10 
BE/16240 	 BPM0050P 	 50 	 10 	 10 
BE/16246 	 BPM0100P 	 100 	 20 	 10 
BE/16256 	 BPM0250P 	 250 	 50 	 10 
BE/16262 	 BPM0400P 	 400 	 50 	 10 
BE/16266 	 BPM0500P 	 500 	 50 	 10 
BE/16270 	 BPM0600P 	 600 	 50 	 5 
BE/16276 	 BPM1000P 	 1000 	 100 	 5 
BE/16280 	 BPM2000P 	 2000 	 200 	 1 

Beakers, tapered style, printed graduations, polypropylene
• Tapered stacking style - space saving, easy to handle
• High clarity PP - autoclavable at 121°C
• Durable and economical with crisp clear blue easy to read indelible graduations
• Precise non-dripping pouring spouts - safe and easy to use
• Full range of sizes, 25ml to 3000ml all with SPI recycling codes imprinted

Beakers, polypropylene, three pouring spouts
Tricorn beakers with three pouring spouts and approximate moulded graduations.

Cat. No. 	 Description 	 Pk Qty

BE/96340 	 Beaker, PP, Tri-corn, 50ml 	 25
BE/96346	 Beaker, PP, Tri-corn, 100ml 	 25
BE/96356 	 Beaker, PP, Tri-corn, 250ml 	 25
BE/96362 	 Beaker, PP, Tri-corn, 400ml 	 25
BE/96374 	 Beaker, PP, Tri-corn, 800ml 	 25
BE/96376 	 Beaker, PP, Tri-corn,1000ml 	 25

BE/162

BE/163

BE/963

Cat. No. 	 Code 	 Capacity 	 Sub-div. 	 Base x rim 	 Pk Qty 
		  ml 	 ml 	 dia mm

BE/16340 	 BPB0050P 	 50 	 10 	 39 x 50.5 	 10 
BE/16346 	 BPB0100P 	 100 	 20 	 48.5 x 61.5 	 10 
BE/16356 	 BPB0250P 	 250 	 50 	 65.5 x 80.5 	 10 
BE/16366 	 BPB0500P 	 500 	 50 	 84 x 102.5 	 10 
BE/16370 	 BPB0600P 	 600 	 50 	 84 x 104 	 5 
BE/16376 	 BPB1000P 	 1000 	 100 	 99 x 120 	 5 
BE/16380 	 BPB2000P 	 2000 	 200 	 125 x 163 	 1 
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Beakers, metal

Beakers, with spout, aluminium

Cat. No. 	 Code 	 Capacity, ml 	 Sub divs, ml	 Pk Qty

BE/16428 	 BDA208P 	 10 	 1 	 10 
BE/16434 	 BDA212P 	 25 	 2.5 	 10 
BE/16440 	 BDA218P 	 50 	 5 	 10 
BE/16446 	 BDA224P 	 100 	 5 	 10 
BE/16456 	 BDA230P 	 250 	 10 	 10 
BE/16462 	 BDA234P 	 400 	 20 	 10 
BE/16466 	 BDA236P 	 500 	 20 	 10 
BE/16470 	 BDA238P 	 600 	 20 	 5 
BE/16476 	 BDA240P 	 1000 	 20 	 5 
BE/16480 	 BDA242P 	 2000 	 50 	 1 

Beakers, classic design, printed graduations, polypropylene
• Azlon, designed to BS5404: Part 1 1976.
• Good chemical resistance.
• Can withstand temperatures up to 135°C.
• �Graduations, indication of material and maximum heat resistance, are clearly printed using indelible solvent 

resistant blue ink.

Cat. No. 	 Code 	 Capacity, ml 	 Sub divs, ml	 Pk Qty

BE/46834	 1720	 25	 1	 10
BE/46840	 1721	 50	 2	 10
BE/46846	 1722	 100	 5	 10
BE/46856	 1723	 250	 10	 10
BE/46866	 1724	 500	 10	 5
BE/46876	 1725	 1000	 20	 1
BE/46880	 1726	 2000	 50	 1
BE/46884	 1727	 3000	 500	 1
BE/46888	 1728	 5000	 500	 1

Beakers, low form, printed graduations, PMP (TPX)
Conforms to ISO 7056-1981 (E) and BS5404:part 1. EEC 90/128 92/93 and FDA 21 CFR 177.1520. Crystal 
clear. Autoclavable. Will withstand 170°C for short periods. Permanent blue graduations. Excellent chemical 
resistance.

Cat. No. 	 Capacity, ml 	 Dimensions, Ht x Od, mm

BE/40028	 10	 33 x 24
BE/40034	 25	 47 x 32
BE/40040	 50	 55 x 43
BE/40046	 100	 68 x 54
BE/40056	 250	 97 x 66
BE/40062	 400	 106 x 80
BE/40066	 500	 125 x 80
BE/40070	 600	 125 x 90
BE/40076	 1000	 155 x 100
BE/40080	 2000	 205 x 125

Beakers, PTFE
Beakers, isostatically moulded with super smooth internal finish and pouring spout. Maximum working temperature: 
280°C. 

Beakers, with spout, stainless steel

Cat. No. 	 Capacity, ml 	 Dia x Ht, mm

BE/94354	 200	 60 x 75
BE/94360	 350	 65 x 115
BE/94368	 550	 75 x 125
BE/94371	 700	 75 x 165
BE/94376	 1000	 110 x 125
BE/94377	 1250	 100 x 165
BE/94380	 2000	 125 x 180
BE/94382	 2500	 150 x 160
BE/94388	 5000	 185 x 220

Cat. No. 	 Capacity, ml 	 Dia x Ht, mm

BE/94256	 250	 67 x 76
BE/94266	 500	 82 x 102
BE/94276	 1000	 102 x 124
BE/94280	 2000	 127 x 165
BE/94288	 5000	 178 x 203

BE/164

BE/468

BE/400

BE/943


