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Cr
Capsules, silica, circular and rectangular

Cat. No. Code Capacity,ml Top Dia x H,mm

CR/92070 72016 20 48 x 15
CR/92076 72019 45 56 x 28
CR/92078 72022 80 75 x 28
CR/92080 72024 – 60x28x12  LxWxH
CR/92084 72025 – 52x42x18  LxWxH

Crucibles, cones, rubber

Cat. No. Base Dia,mm Top Dia,mm Pk Qty For crucible 
capacity,ml

CR/16036 24 33 10 30
CR/16038 27 42 10 60

Crucibles, sintered glass
• Ideal for drying precipitates to constant mass at 110°C
• Suitable for ignition work up to 450°C
• Manufactured from chemically resistant Pyrex® borosilicate glass

Cat. No. Code Capacity, Diameter Porosity Pore Size Pk Qty
ml x height,mm (mic)

CR/12010 3660/02M 30 30 x 53 1 100 - 160 5
CR/12012 3660/04M 30 30 x 53 2 40 - 100 5
CR/12014 3660/06M 30 30 x 53 3 16 - 40 5
CR/12016 3660/08M 30 30 x 53 4 10 - 16 5
CR/12018 3680/02M 60 40 x 65 1 100 - 160 5
CR/12020 3680/04M 60 40 x 65 2 40 - 100 5
CR/12022 3680/06M 60 40 x 65 3 16 - 40 5
CR/12024 3680/08M 60 40 x 65 4 10 - 16 5

CR/920 silica ware

CR/1202

CR/1603

CR/12030

Crucibles, holders, glass
Allows Gooch crucibles to be fitted to a Buchner filter flask. Useful for filtering and
washing precipitates prior to drying. All stems 75mm long with an O.D. of 9mm.

Cat. No. Code To ft crucible I.D.,mm Height excluding For crucible
stem, mm capacity,ml

CR/12028 3690/04M 3660 40 68 30
CR/12030 3690/08M 3680 47 78 60
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