
Flow indicators 

Flow indicator, paddle wheel
Made from Styrene-acrylonitrate for liquid flows down to 5ml/sec. Wheel rotation speed is
proportional to flow rate. Maximum recommended flow rate up to 95ml/sec. Max 2 bar pressure. Not
to be used with corrosive fluids or over 85°C. Can be used with gases. Connector o.d. 6 – 11mm

Cat. No. Code Dim.(LxWxH) mm

FI/46002 539 90 x 15 x 40

FI/46002

Foil, Aluminium 

Aluminium foil

Cat. No. Description

AF/94006 Large roll, 450mm x 75m

AF/94006

Cat. No. Code Capacity,ml  Pk Qty

FV/32418 RB258/WAC/A/5 5 5
FV/32428 RB258/WAC/B/5 10 5
FV/32434 RB258/WAC/E/5 25 5
FV/32440 RB258/WAC/F/5 50 5
FV/32446 RB258/WAC/G/5 100 5
FV/32454 RB258/WAC/H/2 200 2
FV/32456 RB258/WAC/I/2 250 2
FV/32466 RB258/WAC/J/2 500 2
FV/32476 RB258/WAC/K/2 1000 2
FV/32480 RB258/WAC/L/S 2000 each

Flasks, volumetric, Class A, with certificate
Borosilicate glass with white markings and interchangeable polypropylene stopper.
To BS1792

Cat. No. Code Capacity,ml  Neck size

Polypropylene (Translucent)
FV/16234 FDF012N 25 10/19
FV/16240 FDF018N 50 14/23
FV/16246 FDF024N 100 14/23
FV/16256 FDF030N 250 19/26
FV/16266 FDF036N 500 19/26

PMP (TPX) (Transparent)
FV/16834 FDF112N 25 10/19
FV/16840 FDF118N 50 14/23
FV/16846 FDF124N 100 14/23
FV/16856 FDF130N 250 19/26
FV/16866 FDF136N 500 19/26

Flasks, volumetric, Class B, plastic
All sizes with PE stopper. Exposure to temperatures above 60°C may affect accuracy.
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