
Technical Specifications

Vertical models: VLFT1000 VLFT1200 VLFT1500 VLFT1800
External dimensions 
(wxdxh) mm 1000x745x1265 1200x745x1265 1500x745x1235 1800x745x1265
Internal dimensions 
(wxdxh) mm* 980x650x725 1180x650x725 1480x650x725 1780x650x725
Air cleanliness >ISO Class 4 (FED class 10)
Typical airflow speed >0.4m/s down-flow
ULPA filters 99.998% efficient at 0.12 microns
Airflow/ Filter Visionaire® system with digital airflow and filter pressure drop reading, 
monitoring low airflow alarm and high pressure audible visual alarms
Typical noise level Circa 51db(A) Circa 52db(A) Circa 54db(A) Circa 54db(A)
Power (Watts) 65 70 80 90

Horizontal models: HLFT1000 HLFT1200 HLFT1500 HLFT1800
External dimensions 
(wxdxh) mm 1000x725x1165 1200x725x1165 1500x725x1165 1800x725x1165
Internal dimensions 
(wxdxh) mm 980x530x720 1180x530x720 1480x530x720 1780x530x720
Air cleanliness >ISO Class 4 (Class 10)
Typical airflow speed >0.4m/s down-flow
ULPA filters 99.998% efficient at 0.12 microns
Airflow/ Filter Visionaire® system with digital airflow and filter pressure drop reading, 
monitoring low airflow alarm and high pressure audible visual alarms
Typical noise level Circa 50db(A) Circa 52db(A) Circa 54db(A) Circa 54db(A)
Power (Watts) 65 70 80 90

* The internal height is reduced by 25mm when the work surface is fitted.

Cat. No. Code Description

LA/70000 VLFT1000 Laminar flow cabinet, Vertical, 1000mm wide
LA/70002 VLFT1200 Laminar flow cabinet, Vertical, 1200mm wide
LA/70004 VLFT1500 Laminar flow cabinet, Vertical, 1500mm wide
LA/70006 VLFT1800 Laminar flow cabinet, Vertical, 1800mm wide
LA/70020 HLFT900 Laminar flow cabinet, Horizontal, 1000mm wide
LA/70022 HLFT1200 Laminar flow cabinet, Horizontal, 1200mm wide
LA/70024 HLFT1500 Laminar flow cabinet, Horizontal, 1500mm wide
LA/70026 HLFT1800 Laminar flow cabinet, Horizontal, 1800mm wide
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Laminar Flow Cabinets 

Laminar flow cabinets Circulaire®

Monmouth Circulaire vertical and horizontal Laminar flow cabinets fully conforming to BS EN 14644
offer clean air to ISO Class 4 (FED class 10) To ensure compliance, the cabinets use British
Manufactured, easily changeable, H15 ULPA particulate filters for the very best in product protection.
The VLF-T and HLF-T range of cabinets are fitted with the latest digital fans to ensure low noise
operation and low energy consumption. Energy efficiency is improved further with the use of internal
LED lighting and PIR movement sensors to shut off all non-essential components when the cabinet
senses a period of inactivity. Manufactured from Zintec powder coated mild steel, with clear glazed
sides for maximum visibility.  A Stainless Steel work surface, featuring a rolled edge for operator
comfort, is included with the HLF models and available as an option for the VLF. Dimmable LED
lighting is included. As an option UV lighting can be fitted with a removable and interlocked safety
screen for sterilisation of the work area. All are fitted with the new Visionaire® 4.3 inch (11cm) full
colour touch screen control system that allows control and monitoring and offers some of the following
functions in its design:
• Automatic ECO mode, switches off lighting and electronic display after a period of operator
inactivity* 

• Airflow Monitoring with actual airflow readings in m3/sec or cubic ft/min 
• Electronic monitoring of pressure drop across filter face (in pascals) 
• Automatic airflow compensation maintains air speeds at the correct predetermined level 
• Audible* and highly visual alarms should levels exceed specified limits 
• Lighting brightness adjustment 
• Easily identified warning and maintenance messages 
• Fan running indicator 
• Cabinet hours run time indicator 
• Service interval monitoring 
• Cabinet information screen with: date of commissioning, date of last & next service, filter fitment
dates, cabinet serial number and filter part numbers. 

• PIN number access to Engineer & Supervisor settings
• Optional UV light with electronically interlocked night door for ultimate operator safety**
• Programmable UV light system including delayed operation and UV times with timer** countdown 
• UV light hours run indicator**
• Double electrical socket on VLF models, available as an option on HLF models.
• Hinged front panel fitted as standard on VLF models

All units comply to BS EN 14644 and are CE marked. 
*Can be deactivated if preferred
**Factory Fitted Option
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