
Digital Polarimeters

Model D7 Polarimeter
• Dual Scale: Angular (°A) and Sugar (°Z)
• Micrometer Drum for extra accuracy
• Integral LED light source with intensity control

Technical Specifications

Angular (ºA) ISS (ºZ)
Range 0 - 360 -30 to +130
Sub Division 1 1
Resolution by Micrometer Drum 0.05 0.1
Accuracy by estimation ±0.02 ±0.05

Cat. No. Code Description

PO/45042 31-02 Model D7 Polarimeter with integral LED light source,
intensity control, power supply, 200mm ‘bubble’
polarimeter tube and instructions for use.

Cat. No. Description Volume Pk Qty

PT/76150 Polypropylene reagent reservoir 50ml 10

PO/45042
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Pipette tips, aerosol barrier, sterilised
Ratiolab Aerojet pipette tips with special filters, effectively prevent the pipettor shaft from
contamination with aerosols and liquids that can be sucked into the pipettor during use. Sterilized and
free of RNase-, DNase-, DNA-, pyrogens, human DNA and PCR inhibitors. The low retention nature
of these tips with their liquid repellent surface, helps to eliminate the loss of expensive reagents. Made
from ultra-hydrophobic PE-HD, they form a perfect and tight fit on all major pipettor brands. Supplied
packed in plastic racks with hinged lids

Cat. No. Code Range Length (mm) Pk Qty

PT/37170 1770010 0.1 - 10µl 45.2* 960
PT/37172 1770020 0.1 - 20µl 50.8 960
PT/37174 1770100 1 - 100µl 50.8 960
PT/37176 1770200 1 - 200µl 50.5 960
PT/37178 1771000 100 - 1000µl 70.1 600
PT/37180 1771000XL 100 - 1000µl 86.0* 960
* Extended length for use with narrow vessels and reduced risk of cross contamination
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Pipetting reservoir

Filter tips, racked, sterile

Cat. No. Code Description Pk Qty

PT/76120 AER-UPEX-S96 Tips racked, sterile, 10μl, natural extended 10 x 96
PT/76108 AER-0REF-S96 Tips racked, sterile, 20μl, natural 10 x 96
PT/76110 AER-2REF-S96 Tips racked, sterile, 100μl, natural 10 x 96
PT/76122 AER-5REF-S96 Tips racked, sterile, 6 - 200μl, natural 10 x 96
PT/76114 AER-1REF-S96 Tips racked, sterile, 20, 100 & 200μl, natural, 

storage saver 10 x 96
PT/76112 AER-4REF-S96 Tips racked, sterile, 300μl, natural, suitable 

for multichannel pipettes 10 x 96
PT/76116 AER-STE1-A18 Tips racked, sterile, 1ml, natural 10 x 100
PT/76124 AER-STE9-A18 Tips racked, sterile, 1.25ml, natural, extended 8 x 96PT/76116
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