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Batteries, alkaline
Long lasting power alkaline manganese batteries. These leak proof batteries have a long shelf life.

Cat. No. Size Volts Pk Qty

BA/93002 D 1.5 2
BA/93004 AAA 1.5 4
BA/93006 AA 1.5 4
BA/93008 C 1.5 2
BA/93010 9V 9 each

Cat. No. Capacity, ml Pk Qty

BE/62034 25 10
BE/62040 50 10
BE/62046 100 10
BE/62056 250 10
BE/62062 400 10
BE/62070 600 10
BE/62076 1000 10
BE/62080 2000 4

Cat. No. Description

BG/80000 Glass boiling, anti-bumping beads, 5 mm diameter, pack of 1 Kg

Beads 

Beads, glass
Glass beads, designed to reduce bumping during boiling, refluxing and other distilling operations,
can also be used in absorption columns, 5mm diameter.

Cat. No. Code Capacity, ml Height, mm Dia, mm Pk Qty

BE/12028 1000/05M 10 35 26 10
BE/12034 1000/11M 25 50 34 10
BE/12040 1000/02M 50 60 42 10
BE/12046 1000/04D 100 70 50 10
BE/12050 1000/06D 150 80 60 10
BE/12056 1000/10D 250 95 70 10
BE/12062 1000/14D 400 110 80 10
BE/12070 1000/18D 600 125 90 10
BE/12074 1000/20D 800 135 100 10
BE/12076 1000/22D 1000 145 105 10
BE/12080 1000/28D 2000 185 130 10
BE/12084 1000/30D 3000 210 150 4
BE/12088 1000/34D 5000 270 170 1
BE/12090 1000/38D 10000 350 217 1

Beakers, glass

Beakers, low form, 1000 series
Pyrex borosilicate glass with spout and approximate graduations. To ISO 3819.

Beakers, low form, borosilicate glass to ISO 3819
With spout and approximate graduations.

Cat. No. Code Capacity, ml Pk Qty

BE/12150 1003-150 150 12
BE/12156 1003-250 250 12
BE/12162 1003-400 400 12
BE/12170 1003-600 600 6
BE/12176 1003-1L 1000 6
BE/12180 1003-2L 2000 4
BE/12184 1003-3L 3000 1
BE/12186 1003-4L 4000 1
BE/12188 1003-5L 5000 1

Beakers, low form, heavy duty
Pyrex borosilicate glass with reinforced rims and spouts, thicker walls and heavier
bases for longer life and increased user safety. With approximate graduations.
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