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Bottles, reagent, screw cap
• Ideal for storage of reagents, analytical standards, culture media, etc.
• Manufactured from Pyrex® borosilicate glass
• Excellent resistance to chemical attack and high temperatures
• Supplied with Phenolic screw caps having a PTFE faced sealing disc
• Autoclavable up to 121°C.
• White graduations and marking spot

Cat. No. Code Capacity, ml H x D, mm Cap size, mm Pk Qty

BO/12502 1515/01D 25 65 x 35 20 10
BO/12504 1515/02D 50 80 x 43 25 10
BO/12506 1515/04D 100 105 x 53 25 10
BO/12508 1515/06D 250 135 x 66 30 10
BO/12510 1515/08D 500 175 x 81 30 10
BO/12512 1515/10D 1000 215 x 101 42 10
BO/12514 1515/12D 2000 245 x 136 60 10
BO/12516 1515/16D 5000 324 x 181 60 1
BO/12518 1515/18D 10000 395 x 227 60 1

Bottles, media lab, round shape, capped
Borosilicate glass complete with screw cap and pouring ring, neck size GL45.

Cat. No. Capacity, ml HxD mm Pk Qty

BO/62102 100 100 x 56 10
BO/62104 250 138 x 70 10
BO/62106 500 176 x 86 10
BO/62108 1000 225 x 101 10
BO/62110 2000 260 x 135 10
Spare caps and rings available for above.

BO/621

BO/125

Screw caps for media lab bottles, polypropylene
• For use with 1516, 1519 and 1520 bottles
• Ideal for media preparation work
• Polypropylene plug seal cap
• Autoclavable up to 140°C
• Available in choice of colours for easy identification of samples

Cat. No. Code For thread, mm Colour Pk Qty

BO/16002 4506/25D 25 Light blue 10
BO/16004 4506/32D 32 Light blue 10
BO/16006 4506/45D 45 Light blue 10
BO/16008 4506/45E 45 Green 10
BO/16010 4506/45F 45 Yellow 10
BO/16012 4506/45G 45 Grey 10

BO/160

Screw caps for media lab bottles, thermoplastic polyester
• For use with 1516, 1519 and 1520 bottles
• Ideal for applications involving high temperatures or aggressive chemicals
• Thermoplastic polyester cap with PTFE faced sealing disc
• Withstands hot air sterilisation up to 180°C
• PTFE sealing disc resists chemical attack

Cat. No. Code For thread, mm Colour Pk Qty

BO/16014 4526/25D 25 Red 10
BO/16016 4526/32D 32 Red 10
BO/16018 4526/45D 45 Red 10

BO/1601

The cap may discolour when used at the maximum temperature of 200°C, however, this does not
affect performance.
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